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Iden�fica�on number: 

货号 0000-143-411

材料状态 10 - 批准预生产

制造商 KUKA Roboter

产品图片

AR5757
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Maintenance informa�on

Gear oil

The quan�ty of oil drained depends on the draining �me and the oil

temperature. The refilling quan�ty is the quan�ty of oil that was drained from the gear unit at
the correct opera�ng temperature and with the correct draining �me. This oil quan�ty must
be determined. Only this quan�ty of oil may be used when refilling.

If less than 70 % of the specified oil quan�ty flows out, flush the gear unit with the
determined quan�ty of drained oil once, then pour in the amount of oil that was drained. If
less than 50% of the specified oil quan�ty flows out (e.g. inclined installa�on), the flushing
opera�on must be repeated twice. During the flushing procedure, move the axis at jog
velocity throughout the en�re axis range.

The oil quan��es specified in the table correspond to the oil quan��es in the gear unit at first
filling.

Gear oil new filling quan�ty

A1 3.30 l

A2 1.00 l

A3 1.00 l

A4 0.55 l

A5 / A6 0.75 l

Gear oil refilling quan�ty

A1 1.70 l

A2 0.90 l

A3 0.90 l

A4 0.55 l

A5 / A6 0.75 l
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Toothed belt tension

Toothed belt tension motor

A4 95 ± 2 Hz

A5 95 ± 2 Hz

A6 -

Toothed belt tension inline wrist

A5 130 ± 5 Hz

A6 185 ± 5 Hz
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技术数据

基本数据

KR 60 L30-4 KS-F

轴数 6

可控制的轴数 6

工作空间体积 47.9 m³

位姿重复精度 (ISO 9283) ± 0.06 mm

重量 约 615 kg

额定负荷 30 kg

最大负载能力 -

最大运动范围 2628 mm

防护等级 (IEC 60529) IP64

机器人腕部防护等级 (IEC 60529) IP67

噪声等级 < 75 dB (A)

安装位置 地面

占地面积 972 mm x 826 mm

运动系统安装面布孔图 -

允许倾角 ≤ 5 °

标准色 底座： 黑色 (RAL 9005);
活动部件： 库卡橙色 2567

控制系统 KR C4

变压器名称 KR C4: KR60L30KLB_4 C4 FLR ZH02
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环境条件

湿度等级 (EN 60204) -

环境条件分类 (EN 60721-3-3) 3K3

环境温度

运行时 10 °C 至 55 °C (283 K 至 328 K)

仓储和运输时 -40 °C 至 60 °C (233 K 至 333 K)

轴数据

运动范围

A1 ±150 °

A2 -105 ° / 75 °

A3 -120 ° / 158 °

A4 ±350 °

A5 ±119 °

A6 ±350 °

额定负载时的速度

A1 138 °/s

A2 130 °/s

A3 166 °/s

A4 260 °/s

A5 245 °/s

A6 322 °/s



23.10.2019 KR 60 L30-4 KS-F

https://intern.xpert.kuka.com/resource/api/iessession/1.2/environment/project1_p/20190108_020411358_rUTtC/download/environment/project1_p… 6/8

负载能力

额定负荷 30 kg

最大负载能力 -

法兰 Ix 额定质量转动惯量 9 kgm²

法兰 Iy 额定质量转动惯量 9 kgm²

法兰 Iz 额定质量转动惯量 9 kgm²

底座的额定附加负载 0 kg

底座的最大附加负载 -

转盘的额定附加负载 0 kg

旋转机构的最大附加负载 0 kg

大臂的额定附加负载 0 kg

大臂的最大附加负载 0 kg

小臂的额定附加负载 35 kg

小臂的最大附加负载 35 kg

负载重心额定距离

Lxy 180 mm

Lz 150 mm
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地基负载

纵向动力 F(v)

F(v 正常) 8100 N

F(vmax) 10850 N

横向动力 F(h)

F(h 正常) 6250 N

F(hmax) 9550 N

倾覆力矩 M(k)

M(k 正常) 8400 Nm

M(kmax) 14150 Nm

轴 2 转矩 M(r)

M(r 正常) 4100 Nm

M(rmax) 12850 Nm

垂直力 F(v)、水平力 F(h)、倾斜力矩 M(k)、轴 1 的转矩 M(r)
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关税信息

统计货号 84795000

原产地 DE

制造商 KUKA ROBOTER

重量 665 kg

KR 60 L30-4 KS-F 带有如下的标准组件 (4)

KR 60 L30-4 KS-F 需要 (22)

KR 60 L30-4 KS-F 带有如下的工具 (6)

KR 60 L30-4 KS-F 有以下选项 (13)


